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Section  1:  Introduction 


1.1       Project  Overview 


1.2       Site  Description  and  History 

•    Fill  Site  1  - 


•    Landfill  2- 


1.3  Excavation,  Disposal,  and  Restoration  Plan 
1.3.1      Remedial  Action  Plan 
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1.3.2      Remedial  Action  Work  Plan 


•    Fill  Site  1  - 


Polycyclic  Aromatic         Dioxins  and 
Metals   Pesticides   Hydrocarbons  (PAH)  Furans 
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•    Landfill  2  - 


Polycyclic  Aromatic  Dioxins  and 

Metals  Pesticides  Hydrocarbons  (PAH)  Furans 


Clarkia 
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1.3.3      Remedial  Design  Documents 


1.4       Implementation  Approach 


•   Waste  Removal  and  Interim  Grading  Phase  - 


•    FS1  Site  Stabilization  - 


•    LF2  Site  Stabilization- 
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1.5       Project  Organization 
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Section  2:  Pre-Construction  Activities 


2.1       Public  Outreach 


2.2  Protection  of  Cultural  and  Natural  Resources 
2.2.1     Cultural  Resources 


2.2.1.1       Brick  Chimney 


2.2.1.2       Historic  Dam 
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2.2.1 .3  Historic  Water  Tunnel 

2.2.1 .4  Historic  Cobble-Lined  Channel 

2.2.2      Natural  Resources 

2.2.2.1  Clarkia  Habitat 

Clarkia 

Clarkia 

2.2.2.2  Wetlands 
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2.2.2.3       Migratory  Birds  and  Nesting 


2.3  Planning,  Submittals,  Review,  and  Permits 
2.3.1      Planning  Documents 


2.3.2     Contractor  Submittals 
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2.3.3      Reviews,  Approvals,  and  Permits 


2.4       Temporary  Facilities,  Protections,  and  Controls 


2.5       Trail  Closures  and  Traffic  Controls 
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Section  3:  Construction  Activities 

3.1       Excavation  Operations 

3.1.1      Layout  of  Work  Areas/Site  Preparation 

3.1 .1 .1       Tree  Removal 


3.1 .1 .2       Clearing  and  Grubbing 


3.1.2      Excavation  Methods 


3.1.3  Excavation 
•    Fill  Site  1  - 
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•    Landfill  2  - 


3.1.4     Characterization  and  Stockpiling 
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3.1 .4.1       Waste  Classification 


3.1.5      Dust  Controls 


3.1.6     Air  Monitoring 


Construction  Completion  Report, 

The  Presidio,  San  Francisco,  California 

g:\is-group\admin\job\09\0965011.00_presidio\09-report5\ccr\002_textdoc 


Page  13 


Kennedy  Jenks  Consultants 


•    Air  Monitoring  - 


•    Air  Sampling  - 


3.1.7      Health  and  Safety 
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3.1.8  Archeology  Monitoring 

3.1.9  UXO  Monitoring 

•  FS1  - 

•  LF2- 

3.1.10  Public  Outreach  during  Construction 

3.1.11  Temporary  Controls,  Stormwater  Management,  and  Best 
Management  Practices 
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3.1.12    Field  Documentation 


3.2       Meetings  and  Site  Inspections 


3.3       Excavation  Confirmation  Soil  Sampling 
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3.3.1  Grid  Layout  and  Sampling  Locations 
•    Fill  Site  1  - 


•    Landfill  2- 


3.3.2      Sampling  Methods,  Analytical  Program,  QA  Activities 

3.3.2.1       Sampling  Methods 


3.3.2.2  Analytical  Program 
•    Fill  Site  1  - 


•    Landfill  2  - 
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3.3.2.3       QA  Activities 


3.3.3  Evaluation  and  Interpretation  of  Confirmation  Sample  Findings 
•    Fill  Site  1  - 


•    Landfill  2- 
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■    Metals  - 


■    Dioxins  and  Furans  - 


3.3.4  Over-Excavation 
•    Fill  Site  1  - 


■    Perimeter  - 


■    Areas  over-excavated  to  3  feet  bgs  - 
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■    Areas  over-excavated  to  1.0  foot  bgs  - 


•    Landfill  2- 
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3.3.5     Surveying/Documentation  of  Sampling  Locations 


3.4       Backfilling  and  Site  Restoration 


3.4.1      Backfill  Source  Selection 


3.4.2  Fill  Site  1 
•    2010  Activities  - 
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•    2011  Activities - 


Page  22 


Construction  Completion  Report, 
The  Presidio,  San  Francisco,  California 

g:\is-group\admin\job\09\0965011.00_presidio\09-reports\ccr\002_textdoc 


Kennedy  Jenks  Consultants 


3.4.3  Landfill  2 
•    2010  Activities - 
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•    2011  Activities - 
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3.5       Surveying  Activities 
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Section  4:  Waste  Characterization  and  Disposal 


4.1       Laboratory  Analysis 

•    Fill  Site  1  - 


•    Landfill  2- 


4.2       Evaluation  and  Interpretation  of  Laboratory  Results 

•    Fill  Site  1  - 


•    Landfill  2- 


4.3  Disposal 


•    Fill  Site  1  - 
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•    Landfill  2- 
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Section  5:  Post-Construction  Activities 


5.1       Post-Construction  Fencing 


5.2       Placement  of  Erosion  Controls 

•   201 0  Activities  - 


•   201 1  Activities  - 


5.3       Planting  and  Irrigation 


5.4       Ongoing  Erosion  Control  and  Vegetation  Monitoring  Plan  and 
Inspections 


Construction  Completion  Report, 

The  Presidio,  San  Francisco,  California 

g:\is-group\admin\job\09\0965011.00_presidio\09-report5\ccrt002_textdoc 


Page  29 


Kennedy  Jenks  Consultants 


Page  30  Construction  Completion  Report, 

The  Presidio,  San  Francisco,  California 

g:\is-group\admin\job\09\0965011.00_presidio\09-reports\ccr\002_textdoc 


Kennedy/Jenks  Consultants 


Section  6:   Summary,  Conclusions,  and  Certification 


Remedial  construction  work  at  FS1  and  LF2  was  conducted  in  general  accordance  with  the  RAWP, 
CQA  Plan,  construction  drawings,  and  technical  specifications,  with  the  exception  of  design 
modifications  in  response  to  stakeholder  requests  for  enhanced  site  restoration  following  the  remedial 
action  and  changes  in  site  conditions  related  as-built  slopes,  which  are  referenced  in  this  Report  and  in 
the  CQA  Report  (Appendix  B).  The  remedial  actions  were  effective  in  removing  contaminated  material 
from  FS1  and  LF2  and  restoring  human  and  ecological  risk  to  acceptable  levels.  As  part  of  the  site 
restoration  activities  following  the  remedial  action,  areas  of  the  site  were  restored  as  native  planting  and 
historic  forest  habitat,  consistent  with  future  planned  land  uses. 

Based  on  the  observations  made  during  the  remedial  work  and  results  of  testing  as  documented  in  the 
CQA  Report  (Appendix  B),  the  remedial  actions  at  FS1  and  LF2  meet  the  Remedial  Action  Objectives 
included  in  the  Remedial  Action  Plan  and  referenced  in  this  Report. 
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Site  Location  Map 


Figure  1 


Figure  2 


Fill  Site  1  and  Landfill  2 
Pre-Existing  Topography 
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Figure  3 
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Confirmation  Sampling 
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Contractors 
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Figure  4 
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Fill  Site  1  -  Actual  Excavation,  2010 


Figure  7 


Figure  9 
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Fill  Site  1  -  Confirmation  Sample  Grid 


Figure  10 


Landfill  2  -  Confirmation  Sample  Grid 


Figure  11 
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Fill  Site  1  -  Interim  and  Final  Design  Grading 
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EROSION  CONTROL  SCHEDULE 

TYPE 

DESCRIPTION 

© 

ARMOR  ROCK  ALONG  CHANNEL.  SEE  DETAILS  ON  SHEETS  C25-C29. 

© 

EROSION  CONTROL  MULCH  ON  TRAIL  SURFACE. 

DOUBLE  LAYER  OF  EROSION  CONTROL:  EROSION  CONTROL  MAT  AND 
BLANKET.  SEE  DETAILS  ON  SHEETS  C19  AND  C21. 

© 

HYDROSEED  GROUND  SURFACE  AND  COVER  WITH  EROSION  CONTROL 
BLANKET.  FIBER  ROLLS  SHOWN  ARE  SCHEMATIC:  CONTRACTOR  SHALL 
INSTALL  FIBER  ROLLS  AT  APPROXIMATELY  15-FOOT  SPACING  IN 
ACCORDANCE  WITH  SECTION  02373  AND  CALIFORNIA  STORMWATER  QUAUTT/j 
ASSOCIATION  BEST  MANAGEMENT  PRACTICES  (SE-5). 

© 

EROSION  CONTROL  MULCH  AT  GROUND  SURFACE 

ROCK  SURFACE  IN  TEMPORARY  PARKING  LOT.  SEE  DETAIL  ON  SHEET  C23. 

© 

PRESERVE  (E)  VEGETATION  AND  (E)  EROSION  CONTROL  MEASURES 
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Storm  Water  Management  & 
Erosion  Control  Plan 
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Figure  15 


